The Caserne Dalhousie
103 Dalhousie

Québec (Québec)

Canada, G1K 4B9

Telephone :

Fax :

Internet :
Technical director :
Telephone :

Email :

Technical Rider Studio 2 Caserne Dalhousie upda®&-10

(418) 692-5323

(418) 692-2390

www.exmachina.qc.ca

Patrick Durnin

(418) 692-5353
infostudio@exmachina.gc.ca

The Caserne Dalhousie is a multidisciplinary cogatind production center situated in
downtown Quebec, next to the Old Port area. Allabivities of the Caserne Dalhousie
are managed by Ex Machina company. It offers twdist for rent, of which
configurations may vary according to the naturéhefevents.

Parking and access :

The loading dock can be access by Bell Street. pfimeipal parking lots are situated on
Dalhousie Street, at the cruise terminal or inffimfithe Musée de la Civilisation.
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Patrick Durnin, Technical director, (418) 692-5323

infostudio@exmachina.qc.ca
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Technical Rider Studio 2 Caserne Dalhousie upda®&-10

Specifications

Communication:
Telephone line available on request
Connexion ADSL (3.1/ 0.6Mb/s)
Fibre optics link available on request (12 fires

Loading dock:

Main door on Bell Street 8x8 (244 mx2nm)
Loading door on Bell Street (Studio 1) 24’x 21'.3 M x 6.4 m)
Freight elevator capacity 4000 lbs (1800 kg)
Freight elevator maximum volume 3'x8'x7"  (0.9205m x2.2 m)

Dressing-rooms and costume maintenance: (basement)
1 Shared dressing room for 12
1 Private dressing room
1 Laundry room with a washing machine and a drier
Ironing board and steamer

Carpentry shop:
The carpentry shop can be used for adjustnauriag load in or during creation periods
in one of the StudiodJsual tools available. Extra charge may be applied

Patrick Durnin, Technical director, (418) 692-5323 20f4
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Technical Rider Studio 2 Caserne Dalhousie upda®&-10

Studio 2

Rehearsals, shootings, recordings, photographyejarewing room, etc.

Access The Studio 2 is located in the 3rd floor and camdaehable by elevator or

stairways.

Capacity : 150 people

Dimensions:

Length (east-west) 24 (7.3m)
Width (north-south) 55’ (16.7m)
Height under grid 14’ 6" (4.4m)

Ceiling’s height 17 (5m)

Floating concrete floor, covered with rubberdile

Load capacity 50 Ibs fit (244 kg/nf)

Concrete block painted in matt black.
Acoustic panel or mirrors on east wall.
Storage and acoustic panel wall on west wall.

Fixed grid made of aluminium pipes

Punctual beam charge 200 Ibs
Ceiling beams

Punctual beam charge 1500 Ibs

Electrical supply:

1 208V JFE200A Camlock (shared with Studio 1)
7 15A Wall sockets
5 15A Wall sockets (isolated ground)

Ground Plan

Patrick Durnin, Technical director, (418) 692-5323
infostudio@exmachina.qc.ca

(90 kg)

(700 kg)
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Technical Rider Studio 2 Caserne Dalhousie upda®&-10

Stage equipment

| Stage masking: |

Black velvet curtain
5 Legs 13" 4"x 14" (4m x 4.2m)

2 Legs 8'8"x 14" (2.6m x 4.2m)

Miscellaneous : |

1 15’ straight ladder (4.5m)
1 12’ rolling ladder (3.6m)
1 7'x 9 projection screen

Tables and chairs (see availability of Studio 1)

Risers and other stage equipment available oradém

Lighting equipment

| Control and dimmer:

1 AVAB VLC lighting console, LYNX 24 interface
48 Avab DDII digital dimmers 1.2kw

Lighting equipment:

14 Altman 6" fresnel lights BTR 500w
6 barn doors
4 Leko Strand 2200 serie FEL 1kw

4 Strand 6x9 lens tube
4 Strand 6x12 lens tube

Audio equipment

| Speakers and amplifiers:

2 JBL Sound Powers SP212-9 (60 Hz-18 KHz) speakers
1 Crest Audio CA4 amplifier

Control equipment:

1 Behringer Eurorack 1604 soundboard, 8 inputsjtputs

1 DBX 2231 equaliser/limiter
2 American Audio SCD-100 CD Players
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